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OUR HISTORY 
 

Binding Union has been designing and producing professional measuring instruments since 1975, becoming 
an important supplier to industries in diverse sectors such as automation, electronic, energy and marine. 

In 1986 Binding Union broadened its range of products by designing a range of devices for the marine sector 
which, with the introduction of innovative Led lighting, later included a selection of lights with protection 
classes specifically for acquatic environments.  

In 2010 Binding Union extended its range of lighting, creating devices capable of complying with the new 
safety and compliance regulations required in lifts. 

The fundamental principles of the company have always been to listen to customer needs and to develop 
reliable solutions to their problems. 

Binding Union instruments are exceptionally reliable, an important factor in this day and age and one of the 
reasons why it continues to supply renowned boat builders and industries in the automation, electronic and 
energy sectors around the world, including China. 

 
 

Lifts Marine Automation 

   
 
 
 
 

www.binding.it 
 
 

 

 

 

 
  

http://www.binding.it/


Binding Union srl ï via Cuorgnè, 21 ï 10156 Torino ï Italy ï Tel. 011.2625414 ï Fax 011.2625428 ïwww.binding.it ï 3 

INDEX 
 

 
 
 
 

SYMBOLS Reading guide  p. 4 

SPOTLIGHTS IRIS ANTIVANDAL surface/recess mountings UNI-EN 81-71 standards p. 5 

 IRIS, IRIS PLUS surface, underwater, IP68 protection p. 6 

 IRIS IE recess, with courtesy light, IP44 and IP65 protection p. 7 

 PUNTO, ZEN recess p. 8 

 POLA recess, outdoor p. 9 

 SABA recess, indoor p. 10 

 TUBO recess, indoor p. 11 

COURTESY LIGHTS PERLA, GEMMA recess, indoor/outdoor p. 12 

 STELLA, SPILLO recess, indoor p. 13 

LAMPS MATTONELLA surface, with emergency circuit p. 14 

 MODA, SIBILLA surface, modular, in aluminium and plastic p. 15 

 LUXBOMA surface, with courtesy light p. 16 

 TOUCH surface, with On/Off Touch switch p. 17 

 RUMBA recess, for technical/engine rooms p. 18 

 TECLA surface, for technical/engine rooms p. 19 

 SELENE surface, for technical/engine rooms p. 20 

 SAMBA recess, for technical/engine rooms, with emergency p. 21 

 ATEX surface, for high risk zones Class. 2, 21, 22 p. 22 

 FIAMMA portable, for difficult areas p. 23 

SPOTS SPOT 25 surface, protection class IP67/65 p. 24 

 SPOT 50, MR16 recess p. 25 

PRE-WIRED CIELO STELLATO recess, ñnight skyò effect p. 26 

METERS PICO panel, digital, 3 digits p. 27 

 FAST panel, digital, 3,5 digits p. 28 

 METER panel, digital, 3,5 digits p. 29 

 MICRO panel, digital, 4,5 digits p. 30 

 MICRO 9215 panel, digital, 5 digits p. 31 

 PULSAR panel, digital tachometer, rpm, 5 digits p. 32 

 RPM portable, digital, optical/contact tachometer p. 33 

CONTROLLORS GRILLO navigation lights controller p. 34 

TRANSMITTERS TX73 signal converter p. 35 

SENSORS BINDINO intelligent bilge and anti-flooding switch p. 36 

OTHER COMMANDS dimmer, luminosity changer, driver p. 37 

 COMMANDS relay control unit for controlling devices p. 38 

 ACCESSORIES shunt and CT, current transformers p. 39 

 ACCESSORIES power supplies, batteries p. 40 

 ACCESSORIES for tachometers, termperature sensors, protections p. 41 

 ACCESSORIES magnetic switch, line protector, led strips p. 42 

 ILLUMINATION main lighting techniques p. 43 

  



Binding Union srl ï via Cuorgnè, 21 ï 10156 Torino ï Italy ï Tel. 011.2625414 ï Fax 011.2625428 ïwww.binding.it ï 4 

SYMBOLS 
 

Reading guide 
      

Symbol Protection class Symbol Type of installation 

 

Device with double or reinforced insulation.  

Do not earth. 
 

Recessed wall or ceiling installation. 

 

Device suitable for mounting on ñnormally 
inflammableò surfaces 

 

Recessed ceiling installation. 

 

Device with functional insulation, equipped with 
earth conductor. 

 

Wall or ceiling surface installation. 

 

Low voltage device, less than 50V (Class III).  

Do not earth. 
 

Lift/elevator installation. 

 

Designed, assembled and tested according to EC 
regulations 2006/95/CE BT - 2004/108/CE EMC 

 

Marine installation. 

 

Constructed according to ATEX 94/9/CE 
 

Automation installation. 

 

Made in Italy 
 

New product 

Degree of protection 

Table 1 Protection against external solid foreign objects and 
against access to dangerous parts. 

Table 2 Protection against harmful penetration of water. 

0 Not protected 0 Not protected 

1 Protected against solid foreign objects Ó 50 mm 1 Protected against vertical dripping 

2 
Protected against foreign objects larger than 12 
mm 

2 
Protected against dripping water max. inclination of 
15° 

3 
Protected against solid foreign objects larger than 
2.5 mm 

3 
Protected against rainwater or spraying with max. 
inclination of 60° 

4 
Protected against solid foreign objects larger than 
1 mm 

4 Protected against splashing 

5 
Dust protected (no harmful deposits) protection 
against access with a wire 

5 Protected against jets of water 

6 
Dust tight, protection against access with a wire 

6 
Protected against powerful jetting 

ESA 
Discontinued ï limited quantities 
available 

7 Protected against temporary immersion 

8 Protected against continuous immersion 

Abbreviations 
 

Opz. = options available (within the device). Acc. = accessories available (outside the device). CS = customised products (made to 
measure). QM = minimum quantity 
Abbreviations for the different tones of white light are:  WW = Warm white. NW = Neutral white. CW = Cold white. 
 
 

Coding system for lamps  Coding system for panel meters 
 

 

 
 

 

 
 
 

Coding system for customised products (CS) 

 
 
 
 

Coding system for accessories (Acc) 
 

 

 
 

 

 

  


